S. 2     Register Setup Local and Remote Register Locations:
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In Register Configuration –Tab Local Register Setup (see network shares)

Make sure the quick service system box is not check unless the system is being used as a quick service system. Incorrect configuration can double up sales figures.
Press the network name button; this will capture the window network name for this computer.

Click the ellipse to select the number of user; the number of uses is determined by the license file and will not accept keyboard input. 

Click on the button Find Remote Data, the list box below will be populated with network share found in the system. Click on a share name from the box the path will be inserted into the box below, click on the appropriate path button to insert the text into path field.

Note: all paths are tested before they will be accepted

Data Path ; location for menu, discounts and employee records, the data path should always be local, to set the path local click the Data Path Button, this will enter the correct local path.

Server Path; for quick service systems the path should be local! In a full service environment the path should be set to a single station that will act as the server for the shared check file.

Common Path; location for time records, inventory records, frequent dinner this path should point to single terminal in the system where configured for full or express service, the History Path (old Backup Path) should be pointed to the same machine as the common path. Backup path location for all sales history and archive files.

Manually Set Remote Data Location; in the field next to clear name type in the name of the remote register, click the button manually set remote data location the name will be converted to a standard naming convention, click on a button to the left of the appropriate path this will check for system file before the path can be set, you cannot save an invalid system path.

How to Setup A Network Share
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From the desk top double click my computer, double click the C drive, double click on program files, right click on the DirecTouch directory and click on sharing. Follow the example above, check the share this folder on the network and check allow network users to change my files and click OK.

Note: the above example is from, 2000, user click on Share this folder and press OK

Remote Register Setup:
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Click on the find remote users, double click from the list this will test for the system paths and insert the remote register name as well as the remote register path in the correct fields, press save you cannot save more location than the licensed number of users.

Do not pick the local machine from the list, only select remote users here.

Review saved user click the ellipse labeled remote register name this will display the list of all remote register location, click and the information will be loaded, press delete to remove the location.

Make sure that the number of users selected (Not Licensed) and the number of remote locations match. A three terminal system should have 3 user selected from the local register setup page and two remote register locations in the remote register location page.

If a register is down for service it is only necessary the set the number of user to the remaining number of registers still in service. 

Manually enter remote register location; type the name of the remote register in the remote register name field the press the button labeled manually set remote user, this will validate the remote path and create the correct remote path string.

